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GLOBAL 
LINK DOTCO

AG039031 1029
AG039032 1062
DG235003 1012
DG235004 1057
DG235005 1056
DG235006 1011
DG235007 2015
DG235008 1008
DG235009 1052
DG235010 1007
DG235011 1042

GLOBAL 
LINK DOTCO

AG039018 1006
AG039021 1487
AG039024 1043

AG0390-25A 1066
AG0390-25B 1187

AG039026 1032
AG039027 1024
AG039028 1463

AG0390-29A 1067
AG0390-29B 1188

AG039030 1025

GLOBAL LINK COMPATIBLE PARTS CROSS REFERENCE

AG-2312
1/4” RIGHT ANGLE DIE GRINDER
Features a hardened alloy steel cylinder and rotor 
to maintain power while ensuring longer tool life. 
Contains tough alloy steel pinion & bevel gear transmission 
design for smooth, quiet operation. Motor housing milled 
from solid aluminum bar stock for precision alignment. 
Comes with a 1/4” double angle 300 series collet and two 
collet wrenches.

Horse Power 0.3

Exhaust Rear

Free Speed 12000 RPM 

Collet Size 1/4”

Air Inlet 1/4” 

Height 2.86” 

Overall Length 5.80” 

Weight 1.12 lbs.

Compatible with DOTCO: 10L1280-36

Horse Power 0.3

Exhaust Rear

Free Speed 20000 RPM

Collet Size 1/4”

Air Inlet 1/4”

Height 2.86” 

Overall Length 5.80” 

Weight 1.12 lbs.

Compatible with DOTCO: 10L1281-36

AG-2320
1/4” RIGHT ANGLE DIE GRINDER
Features a hardened alloy steel cylinder and rotor 
to maintain power while ensuring longer tool life. 
Contains tough alloy steel pinion & bevel gear transmission 
design for smooth, quiet operation. Motor housing milled 
from solid aluminum bar stock for precision alignment. 
Comes with a 1/4” double angle 300 series collet and two 
collet wrenches.

GLOBAL 
LINK DOTCO

DG235012 01-1267
DG235013 1863
DG235014 504
DG235015 1041
DG235016 1866
DG235017 1005
DG235018 1906
DG235019 1097
DG235020 1002
DG235021 1867
DG235022 2964

GLOBAL 
LINK DOTCO

DG235023 538
DG235024 1054
DG235025 1045
DG235026 1272
DG235027 308
DG235028 1053
DG235029 1058
DG235033 04-0042
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Horse Power 0.3

Exhaust Rear

Free Speed 25000 RPM 

Collet Size 1/4”

Air Inlet 1/4” 

Height 1.34” 

Overall Length 11.15”

Weight 1.50 lbs.

Compatible with DOTCO: 10L1181-36

Horse Power 0.3

Exhaust Rear 

Free Speed 25000 RPM

Collet Size 1/4”

Air Inlet 1/4”

Height 1.34”

Overall Length 9.15”

Weight 1.30 lbs

Compatible with DOTCO: 10L1180-36

DE-2750 / DE-2550 / DE-2350
1/4” STRAIGHT DIE GRINDER
Features a hardened alloy steel cylinder and rotor to maintain power while ensuring longer tool life. Motor 
housing milled from solid aluminum bar stock for precision alignment. Comes with a 1/4” double angle 300 series collet and 
two collet wrenches.

Horse Power 0.3

Exhaust Rear

Free Speed 25000 RPM

Collet Size 1/4”

Air Inlet 1/4”

Height 1.34”

Overall Length 13.15”

Weight 1.70 lbs.

Horse Power  0.3

Exhaust Rear

Free Speed 25000 RPM

Collet Size 1/4” 

Air Inlet 1/4” 

Height 1.34”

Overall Length 5.64”

Weight 0.82 lbs.

Compatible with DOTCO: 10L1082-36

DG-2350
1/4” STRAIGHT DIE GRINDER
Features a hardened alloy steel cylinder and rotor to maintain power 
while ensuring longer tool life. Motor housing milled from solid aluminum 
bar stock for precision alignment. Comes with a 1/4” double angle 300 series collet 
and two collet wrenches.

DE-2750 DE-2550 DE-2350


