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AG-2312
1/4” RIGHT ANGLE DIE GRINDER
Features a hardened alloy steel cylinder and 
rotor to maintain power while ensuring longer 
tool life. Contains tough alloy steel pinion & bevel 
gear transmission design for smooth, quiet operation. 
Motor housing milled from solid aluminum bar stock 
for precision alignment. Comes with a 1/4” double 
angle 300 series collet and two collet wrenches.

Horse Power 0.3

Exhaust Rear

Free Speed 12000 RPM 

Collet Size 1/4”

Air Inlet 1/4” 

Height 2.86” 

Overall Length 5.80” 

Weight 1.12 lbs.

Compatible with DOTCO: 10L1280-36

Horse Power 0.3

Exhaust Rear

Free Speed 20000 RPM

Collet Size 1/4”

Air Inlet 1/4”

Height 2.86” 

Overall Length 5.80” 

Weight 1.12 lbs.

Compatible with DOTCO: 10L1281-36

AG-2320
1/4” RIGHT ANGLE DIE GRINDER
Features a hardened alloy steel cylinder and 
rotor to maintain power while ensuring longer 
tool life. Contains tough alloy steel pinion & bevel 
gear transmission design for smooth, quiet operation. 
Motor housing milled from solid aluminum bar stock 
for precision alignment. Comes with a 1/4” double 
angle 300 series collet and two collet wrenches.
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DE-2350
1/4” STRAIGHT DIE GRINDER
Features a hardened alloy steel cylinder and  
rotor to maintain power while ensuring longer 
tool life. Motor housing milled from solid 
aluminum bar stock for precision alignment.  
Comes with a 1/4” double angle 300 series  
collet and two collet wrenches.

Horse Power 0.3

Exhaust Rear

Free Speed 25000 RPM 

Collet Size 1/4”

Air Inlet 1/4” 

Height 1.34” 

Overall Length 9.15”

Weight 1.30 lbs.

Compatible with DOTCO: 10L1180-36

Horse Power 0.3

Exhaust Rear 

Free Speed 25000 RPM

Collet Size 1/4”

Air Inlet 1/4”

Height 1.34”

Overall Length 11.15”

Weight 1.50 lbs

Compatible with DOTCO: 10L1181-36

DE-2550
1/4” STRAIGHT DIE GRINDER
Features a hardened alloy steel cylinder 
and rotor to maintain power while ensuring 
longer tool life. Motor housing milled from solid 
aluminum bar stock for precision alignment.  
Comes with a 1/4” double angle 300  
series collet and two  
collet wrenches.
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DE-2750
1/4” STRAIGHT DIE GRINDER
Features a hardened alloy steel cylinder and rotor to maintain 
power while ensuring longer tool life. Motor housing milled from 
solid aluminum bar stock for precision alignment.  
Comes with a 1/4” double angle 300 series collet 
and two collet wrenches.

Horse Power 0.3

Exhaust Rear

Free Speed 25000 RPM

Collet Size 1/4”

Air Inlet 1/4”

Height 1.34”

Overall Length 13.15”

Weight 1.70 lbs.

Horse Power  0.3

Exhaust Rear

Free Speed 25000 RPM

Collet Size 1/4” 

Air Inlet 1/4” 

Height 1.34”

Overall Length 5.64”

Weight 0.82 lbs.

Compatible with DOTCO: 10L1082-36

DG-2350
1/4” STRAIGHT DIE GRINDER
Features a hardened alloy steel cylinder and 
rotor to maintain power while ensuring longer 
tool life. Motor housing milled from solid aluminum 
bar stock for precision alignment. Comes with a 1/4” 
double angle 300 series collet and two collet wrenches.

4 Toll Free 1.800.727.2201 • 248.648.8830 • Fax: 248.648.8833 • www.patcoairtools.com

D
ie

 G
ri

n
d

er
s 



5Toll Free 1.800.727.2201 • 248.648.8830 • Fax: 248.648.8833 • www.patcoairtools.com

WAVE Abrasive Discs — NEW for 2014!
New for 2014, this product is designed to replace standard quick change round discs with new WAVE pattern discs where 
the operator has to grind close to a fillet edge. Until now, the operator risked cutting into the fillet. Now the special shape 
allows the wave edge to conform to the fillet without damaging the established surface.

OLD TECHNOLOGY
The New “WAVE” discs can be 
used as effectively as the old 
standard round discs but has 
the added feature of the flex-
ible edge giving the operator 
more options!

WAVE discs are made in A/O, Z/A, S/C and Ceramic Grains. Backings are available in X-wt and J Flex with grits from #60 
through 240 depending on the abrasive manufacturer! 
AVAILABLE TO QUALIFIED DISTRIBUTORS NATIONWIDE!

©COPYRIGHT WPI 2013 - 2014
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GLOBAL 
LINK 

TC  
SERVICE

VG760045 550-1-B
VG760046 700-200
VG760047 700-46
VG760048 700-47A
VG760049 550-12-B
VG760050 1100-200

GLOBAL 
LINK 

TC  
SERVICE

VG760022 400-37
VG760023 700-30
VG760024 550-1-C
VG760025 550-48
VG760026 550-54
VG760027 560-1
VG760028 AA-550-60
VG760031 700-9
VG760032 550-13
VG760033 550-3
VG760034 550-6
VG760035 550-5
VG760036 700-37
VG760037 550-2
VG760038 560-10
VG760039 550-10
VG760040 550-8
VG760041 560-1-BTG
VG760042 700-7
VG760043 560-20
VG760044 650-H-14

GLOBAL 
LINK 

TC  
SERVICE

VG760001 700-S-26
VG760002 650-118
VG760003 650-51
VG760004 560-13
VG760005 200-9
VG760006 700-48
VG760007 700-54
VG760008 550-50
VG760009 550-38
VG760010 650-55
VG760011 650-57
VG760012 650-56
VG760013 650-54
VG760014 700-23
VG760015 832636
VG760016 AA-650-1-BLS
VG760017 550-33
VG760018 650-35
VG760019 650-61
VG760020 400-33P
VG760021 650-1-BLS

GLOBAL 
LINK DOTCO

DG235011 1042
DG235012 01-1267
DG235013 1863
DG235014 504
DG235015 1041
DG235016 1866
DG235017 1005
DG235018 1906
DG235019 1097
DG235020 1002
DG235021 1867
DG235022 2964
DG235023 538
DG235024 1054
DG235025 1045
DG235026 1272
DG235027 308
DG235028 1053
DG235029 1058
DG235033 04-0042

GLOBAL 
LINK DOTCO

AG039018 1006
AG039021 1487
AG039024 1043

AG0390-25A 1187
AG0390-25B 1187

AG039026 1032
AG039027 1024
AG039028 1463

AG0390-29A 1188
AG0390-29B 1188

AG039030 1025
AG039031 1029
AG039032 1062
DG235003 1012
DG235004 1057
DG235005 1056
DG235006 1011
DG235007 2015
DG235008 1008
DG235009 1052
DG235010 1007

GLOBAL LINK COMPATIBLE PARTS CROSS REFERENCE



HG-1258
CONE WHEEL GRINDER
Designed for hard to reach surfaces, our cone wheel grinders 
are designed for grinding in close quarters, on concave 
surfaces, and rotary and file deburring.

Horse Power 1.5 

RPM 12,000 

Spindle Thread 5/8”-11 

Housing Steel  

Weight 6.75 lbs. 

Length 18” 

Air Inlet 1/2”

VG3-7600
VERTICAL GRINDER - WITH GUARD
Designed for use with quick change Type 27 threaded hub wheels. Wheel not included. Ideal for heavy-duty 
grinding for smoothing; finishing, removing scale, rust and weld splatter; cleaning castings and masonry work. Features safety 
lever, hardened steel motor parts and corrosion resistant governor. 
Optional 6”, 9” and cup wheel guards available. 1100-200 2” End Wrench (included)

Capacity 7”  

Free Speed 6000 RPM

Spindle Thread 5/8”-11

Maximum HP 3.00

Height 7-5/8” 

Weight 9.45 lbs.

Rec’d Hose Size 1/2”

Air Inlet Thread 1/2”

Compatible with TOPCAT 54V

Capacity 9”

Free Speed 6000 RPM

Spindle Thread 5/8”-11

Maximum HP 4.00

Height 8-3/16”

Weight 10.9  lbs.

Rec’d Hose Size 1/2” 

Air Inlet Thread 1/2”

Compatible with TOPCAT 64V

VG4-9600
VERTICAL GRINDER - WITH GUARD
Designed for use with quick change Type 27 threaded hub wheels. Wheel not included. Ideal for heavy-duty 
grinding for smoothing; finishing, removing scale, rust and weld splatter; cleaning castings and masonry work. Features safety 
lever, hardened steel motor parts and corrosion resistant governor. 
Optional cup wheel guards available. 1100-200 2” End Wrench (included)
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(Stone not included)
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CHP-4BM-H & CHP-4BM-R
MINI 4-BOLT CHIPPING HAMMER
Two-step piston design, the Mini 4-Bolt is ideal for cleaning castings  
and forgings, as well as refractory, gunite and brick work. Hits harder than  
any other 10 lb. chipping hammer currently on the market.  
Please specify .580 hex or .680 round shank.

Blows Per Minute 2750

Stroke 2.6”

Bore 1.1”

Length 14-1/4”

Weight 10.5 lbs.

Air Inlet Thread  3/8” or 7/8” -24

Tool Length 5” 

Throttle Sleeve Graduated

Weight 5 oz.

Inlet 1/8”  NPT

Hose I.D 1/4”

Hose Length 5’

CFM 1

Compatible with most CP-9361 Parts

CTE-100
CARBIDE TIP ENGRAVER
Ideal for writing on a variety of materials such as 
steel up to RC64, glass, plastic and wood with 
precision. Lightweight and durable.
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GLOBAL LINK TOOLS Warranty
Each GLOBAL LINK TOOL air tool is warranted for 1 year from date of purchase to be free from defects in materials and workmanship. If you experience a defect with your air 
tool, simply return the tool, transportation prepaid, within the allotted time with your name, address, and dated proof of purchase, along with a brief explanation of the defect. 

 All parts considered wearable parts and products are NOT covered under this warranty. Examples of wearable items include, but not limited to bearings, contact wheels, rotor 
blades, regulators, valve stems, levers, shrouds, guards, O-rings, seals and gaskets. This warranty does not apply to tools which have been abused, misused, modified or repaired 
by someone other than the manufacturer or one of its representatives. 

This warranty constitutes the entire obligation of manufacturer relating to the sale of such product, and its maximum liability is limited to the purchase price of such product. In 
no event shall the manufacturer be liable for incidental, indirect, consequential or special damage of any kind arising from the sale or use of such product.

100 Engelwood Drive, Suite G • Orion, MI 48359
Toll Free 1.800.727.2201 • 248.648.8830 
Fax: 248.648.8833 • www.patcoairtools.com
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